
CL

VAR. 3:1 TO 4:1 

22’

J1

GRADE

POINT

.02

C1

.08

5’

4:1
.08

5’

.02
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TYPICAL SECTION NO. 11

NOTES:

-Y8A-

-Y8A- STA. 10+09.81 TO -Y8A- STA. 57+81.93

-Y8A- STA. 57+81.93 TO -Y8A- STA. 58+31.93

-Y8A- STA. 33+00.00 (LT)  TO -Y8A- STA. 35+50.00 (LT)

-Y8A- STA. 33+50.00 (RT)  TO -Y8A- STA. 35+50.00 (RT)

-Y8A- STA. 40+50.00 (RT)  TO -Y8A- STA. 41+50.00 (RT)

-Y8A- STA. 40+50.00 (LT)  TO -Y8A- STA. 41+50.00 (LT)
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ROADWAY DESIGN
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3:1

8’

-Y8A- STA. 10+50.00 (LT)  TO -Y8A- STA. 14+00.00 (LT)

-Y8A- STA. 11+00.00 (RT)  TO -Y8A- STA. 12+50.00 (RT)

TYPICAL SECTION NO. 9

-Y6-

POINT

EXIST. EXIST.

U

20’ (EXISTING)

CROWNC1

7"

C1

E1

SLOPE PROTECTION

TIE TO PROPOSED

7"

SLOPE PROTECTION

TIE TO PROPOSED

E1

C1

GRADE TO THIS LINE

USE TYPICAL SECTION NO. 9 FOR:

CL

2) USE 3:1 FILL SLOPE IN WETLAND AREAS

PAVEMENT SCHEDULE

J1

GRADE

POINT

.02

GRADE TO THIS LINE

T

TYPICAL SECTION NO. 10

.02

2’

4:1

8’ 2’

-DRV3- STA. 10+08.39 TO -DRV3- STA. 24+25.00

3:1
VAR. 3:1 TO 5:1

CL
-DRV3-
-DRV4-

20’

-DRV4- STA. 10+10.00 TO -DRV4- STA. 13+22.25

NOTE:

1) TRANSITION FROM 20’ TO EXISTING

-DRV3- STA. 24+25.00 TO -DRV3- STA. 24+75.00

8" T

USE TYPICAL SECTION NO. 11 FOR:

1) TRANSITION FROM TYPICAL NO. 11 TO EXISTING

TYPICAL SECTION NO. 8

-Y5-

POINT

EXIST. EXIST.

U

CROWNC1

7"

C1

E1

3’

SLOPE PROTECTION

TIE TO PROPOSED

7"

3’

SLOPE PROTECTION

TIE TO PROPOSED

E1

C1

GRADE TO THIS LINE

USE TYPICAL SECTION NO. 8 FOR:

-Y5- STA. 12+13.00 TO -Y5- STA. 13+90.00

CL -Y4-

-Y4- STA. 26+98.00 TO -Y4- STA. 28+90.00

USE TYPICAL SECTION NO. 10 FOR:

1’-11"

11’-11"

5"

PIER
BRIDGE 

SINGLE FACED
PRECAST CONCRETE BARRIER,

1’-11"

PIER
BRIDGE 

.02

11’-11"

5"

-Y6- STA. 15+20.00 TO -Y6- STA. 17+75.00 LT.

-Y6- STA. 14+40.00 TO -Y6- STA. 16+96.00 RT.

NOTE:

1) WIDEN SHOULDERS TO ACCOMMODATE PROPOSED GUARDRAIL (SEE X-SECTIONS).

-Y7-

-Y7- STA. 16+23.00 TO -Y7- STA. 17+86.00

20’

VAR. 18’ TO 20’

-Y6- STA. 12+25.00 TO -Y6- STA. 15+20.00 LT.

-Y6- STA. 12+25.00 TO -Y6- STA. 14+40.00 RT.

-Y6- STA. 17+75.00 TO -Y6- STA. 20+00.00 LT.

-Y6- STA. 16+96.00 TO -Y6- STA. 20+00.00 RT.
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EARTH MATERIAL

EX. PAVEMENT

8" ABC

VAR. ABCJ2

E2

E1 4" B25.0B

R2

C1 3" S9.5B

3" S9.5C
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5" MONOLITHIC ISLAND

VAR. I19.0B
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4" I19.0B

4" I19.0C

2 1/2" I19.0B

4 1/2" B25.0B
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